
USB 2.0 Products 

USB 2.0 Intern/Extern Adapter 
 mit 2 Ports, verschraubbar 

USB 2.0 Internal/External card 
with 2 ports for screw lock 

Beschreibung 

Verpackung / Packaging System / OS Geprüft / Approved 

Die EX-1060V Intern/Extern Adapter Karte, stellt zwei externe USB 2.0 Ports zur 
Verfügung die mit dem 10-zu-10 Pin Kabel und dem Motherboard verbunden wer-
den. Die optional erhältlichen Kabel EX-K1552 oder EX-K1555 können an den 
beiden externen Anschlüssen festgeschraubt werden. 

Merkmale 

• USB Version 1.1 bis 2.0 

• Unterstützt bis zu 127 Geräte 

Spezifikationen 

• ChipChipChipChip----Set: Set: Set: Set:  —- 

• DatentransferDatentransferDatentransferDatentransfer----Rate:Rate:Rate:Rate: Bis 480Mbps 

• AnschlüsseAnschlüsseAnschlüsseAnschlüsse: 2 x A-Buchse Extern verschraubbar 

 1 x 10 Pin Interner Pfosten-Stecker zu Motherboard 

 5V oder 12V Spannungsversorgung vom PC-Netzteil  

• Hardwaresysteme: Hardwaresysteme: Hardwaresysteme: Hardwaresysteme:     USB 2.0 Anschluss vom Motherboard 

• Treiber:Treiber:Treiber:Treiber:    Benötigt keine Treiber    

• Betriebssysteme:Betriebssysteme:Betriebssysteme:Betriebssysteme: Win98SE/ ME/ 2000/ XP/ Vista/ Win7/ Win 8,  

 Linux, Mac OS 

• Betriebstemperatur :Betriebstemperatur :Betriebstemperatur :Betriebstemperatur :    00 bis 550 Celsius 

• Lagertemperatur:Lagertemperatur:Lagertemperatur:Lagertemperatur:    -200 bis 850 Celsius    

• Rel. Luftfeuchtigkeit:Rel. Luftfeuchtigkeit:Rel. Luftfeuchtigkeit:Rel. Luftfeuchtigkeit:    5% bis 95% 

• Abmessung:Abmessung:Abmessung:Abmessung: 60 x 30 mm  

• GewichtGewichtGewichtGewicht: 150g 

• LieferumfangLieferumfangLieferumfangLieferumfang: EX-1060V, Handbuch 

Description 

Features 

Specifications 

Anwendung / Application 

Gehäuse/ 
Enclosure 

Touch-
screen 

EXEXEXEX----1060V1060V1060V1060V    

The EX-1060V is a internal/external adapter card. He offer two USB 2.0 ports what 
it s connect with a 10-to-10 pin cable with the internal connector from the Mother-
board. With the cable EX-K1552 and EX-K1555 (optional) you can screw lock the 
cable. 

• USB version 1.1 to 2.0 

• Support up to 127 device 

• ChipChipChipChip----Set: Set: Set: Set:  —- 

• Data transfer rate:Data transfer rate:Data transfer rate:Data transfer rate: up to 480Mbps 

• ConnectorsConnectorsConnectorsConnectors: 2 x A-female external screw lock 

 1 x 10 pin internal connector for to the Motherboard 

 5V or 12V power from the computer power supply 

• Hardware system: Hardware system: Hardware system: Hardware system:     USB 2.0 connector from the Motherboard 

• Driver:Driver:Driver:Driver:    Don’t need drivers    

• Operating systems:Operating systems:Operating systems:Operating systems: Win98SE/ ME/ 2000/ XP/ Vista/ Win7/ Win 8, 

 Linux, Mac OS 

• Operating Temperature Operating Temperature Operating Temperature Operating Temperature ::::    320 up to 1310 Fahrenheit 

• Storage Temperature:Storage Temperature:Storage Temperature:Storage Temperature:    -200 up to 1670 Fahrenheit    

• Rel. Humidity:Rel. Humidity:Rel. Humidity:Rel. Humidity:    5% to 95% 

• Size:Size:Size:Size: 60 x 30 mm 

• WeightWeightWeightWeight: 150g 

• Packaging contentsPackaging contentsPackaging contentsPackaging contents: EX-1060V, Manual 

EX-1060V 

Laserprinter 

Scanner 

Card 
Reader 

Keyboard 

Motherboard 


